Housing Thermostable plastic body Color Black or white Diffuser Clear toughened safety glass Cable entry Silicone rubber grommet Gasket Weatherproof and durable silicone rubber Fastenning All external screws are made of stainless steel Mounting Surface to wall

$\frac{\perp}{-}$ IP55 | 220 V |
| :---: |
| AC | 50 Hz



## WMS 049

| 11. | 听 |
| :---: | :---: |
| GLS /E27 | TCT-EL /E27 |
| 25W | 5W 8W 11W <br> (Max length 117 mm .) |




WMS 059

| (1) | -17 |
| :---: | :---: |
| GLS /E27 | TCT-EL /E27 |
| 25W | 5W 8W <br> (Max length 107 mm .) |



Diffuser Opalescent acrylic globe (PMMA) Fastenning All external screws are made of stainless steel Mounting Surface to wall with high quality acrylic arm (PMMA)


WMS 608

| ) | 47 |
| :---: | :---: |
| GLS/E27 | TCT-EL/E27 |
| 25W | 11W 15W (Max length 140 mm ) |



WMS 610

| $\bigcirc$ | (1) |
| :---: | :---: |
| GLS /E27 | TCT-EL /E27 |
| 25W | 11W 15W 20W (Max length 155 mm .) |



