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Top Cover : Aluminium body finished in black color

Diffuser : Clear or frosted glass

Post : Corrosion resistant painted steel finished in black color

Painting : Polyester powder coated

Gasket : Weatherproof and durable silicone rubber

Fastenning : All external screws are made of stainless steel

Control Gear : Integral control gear

Mounting : Painted steel base plate

Top Cover : Aluminium body finished in black color

Diffuser : Clear or frosted glass

Post : Corrosion resistant extruded aluminium finished in black color

Painting : Polyester powder coated

Gasket : Weatherproof and durable silicone rubber

Fastenning : All external screws are made of stainless steel

Control Gear : Integral control gear

Mounting : Painted aluminium base plate

Top Cover : Aluminium body finished in black color

Diffuser : Clear or frosted glass

Louver : Cast aluminium

Post : Corrosion resistant painted steel finished in black color

Painting : Polyester powder coated

Gasket : Weatherproof and durable silicone rubber

Fastenning : All external screws are made of stainless steel

Control Gear : Integral control gear

Mounting : Painted steel base plate
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Installation Guide

GLS /E27
60W / 100W

TCT-EL /E27
11W / 15W / 20W

TCD /G24d-x
13W / 18W / 26W

(Max length 155 mm.)
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