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Top Cover : Stainless steel

Diffuser : Clear cylindrical polycarbonate

Post : Corrosion resistant  stainless steel body

Finishing : Matt stainless steel color

Gasket : Weatherproof and durable silicone rubber

Fastenning : All external screws are made of stainless steel

Mounting : Stainless steel base plate

Top Cover : Stainless steel

Diffuser : Opal cylindrical polycarbonate

Post : Corrosion resistant  stainless steel body

Finishing : Matt stainless steel color

Gasket : Weatherproof and durable silicone rubber

Fastenning : All external screws are made of stainless steel

Mounting : Stainless steel base plate

Top Cover : Stainless steel

Diffuser : Opal cylindrical polycarbonate

Post : Corrosion resistant  stainless steel body

Finishing : Matt stainless steel color

Gasket : Weatherproof and durable silicone rubber

Fastenning : All external screws are made of stainless steel

Mounting : Stainless steel base plate
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Installation Guide

GLS /E27
40W / 60W

TCT-EL /E27
11W / 15W / 20W
(Max length 155 mm.)

GLS /E27
25W / 40W

TCT-EL /E27
11W / 15W / 20W
(Max length 155 mm.)

GLS /E27
25W / 40W

TCT-EL /E27
11W / 15W / 20W
(Max length 155 mm.)


